SKF 1077600

Manual operated grease gun

Dimensions

Length (L)

Performance
Maximum pressure (MPa)
Maximum pressure

Volume per stroke

Properties

Recommended applications

Type

Grease supply

Reservoir volume

Use of standard grease cartridges
NLGI class of lubricant (max)
Suitable for grease nipples
Operation

Pipe/Hose thread connection
Extension pipe

Hose

Can be filled with Grease filler pump

The SKF Grease Gun 1077600 is ideal for usage in agricultural, industrial
and construction industries and for private use. The grease gun is delivered
with a 175 mm (6.9 in.) extension pipe and hydraulic gripping nozzle.

» Suitable for usage with cartridges and loose grease

e Knurled body for firm and safe grip

* High quality steel is dent-resistant for easy cartridge loading
e Special piston design for smooth emptying of cartridges

* Supplied with extension pipe and hydraulic gripping nozzle

14.9606 in

40 MPa
5802 psi

0.051 fl oz

For manual filling of greasing points in industrial, construction and
agricultural applications

Manual grease gun

Loose or Cartridge

16.9 fl oz

Yes, type DIN 1284

2

Standard nipples as per DIN 71412
Two hands

M10x1

Yes, 6.9in

Optional

Yes, with SKF LAGF 18 or LAGF 50
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Filling connection

Logistics

Country of Manufacturing (COM code)

Product net weight
eClass code

UNSPSC code

Compatible products

Type

Spare part
Spare part
Spare part
Accessory
Accessory
Accessory
Accessory
Accessory
Accessory
Accessory
Accessory

Accessory

Recommended product
Recommended product
Recommended product
Recommended product
Recommended product
Recommended product
Recommended product
Recommended product
Recommended product
Parent product

Recommended tool

Product data: SKF. Specifications are subject to change; see skf.com for the latest information.

Designation
1077600-1
1077600-1 A
1077600-3
1077601
LAGN 120
LAGS 8
TLAC 50/B
TLAC 50/G
TLAC 50/R
TLAC 50/Y
TLAC 50/

TLGH CH1

LAGN 120
LAGM 1000E
TLGU 10
LAGF 18
LAGF 50
TLGH 1
1077600 H
1077600/SET
LAGH 400
1077600/SET

LGCC 2/0.4

DIN 1283

18 - Germany
2.67 b
23-06-91-06

15121902

Description

Spare extension pipe for Manual operated grease gun
Spare nozzle for Manual operated grease gun
Spare filling nipple for Manual operated grease gun
Spare pressure hose for grease gun

Grease nipple set

Grease nozzle set

Grease fitting caps and tags

Grease fitting caps and tags

Grease fitting caps and tags

Grease fitting caps and tags

Grease fitting caps and tags

Accessory magnetic grease gun holder for both manual and
battery driven grease guns

Grease nipple set

Grease meter, measuring grease discharge
Ultrasound lubrication checker

Grease filler pump for use on drums
Grease filler pump for use on drums
Manual operated grease gun

Manual operated grease gun

Manual operated grease gun set

Manual operated grease gun, one handed
Manual operated grease gun set

General purpose, lubrication systems grease

Qty
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