SKF TMBA G11H

Heat and oil resistant gloves

The SKF heat and oil resistant gloves TMBA G11H are specially designed
for the handling of hot and oily bearings. They are made of multiple layers
of different kinds of fabric to obtain an unique combination of heat, cut, oil
and water resistance.

Melt and burn proof KEVLAR® gloves

Remains heat resistant when wet

Cut resistant

Suitable for brief sub-merging in liquids of a temperature up to 120 °C
(248 °F), e.g. hot oil bath

Tested and certified for mechanical hazards (EN 388) and thermal
hazards (EN 407)

Dimensions

Suitable for Hand size 10
Performance

Use temperature (max.) 482 °F
Performance according EN 420: General requirements Sizes 10

Performance according EN 388: Mechanical risks

Performance according EN 407: Thermal risks

Properties

Recommended applications

Oil and grease resistant

Suitable for submerging in liquids
Material, outer layer

Material, middle layer

Material, inner layer

Special features

Washing

Colour

Recommended storage temperature

Abrasion resistance: 4;Cut resistance (Coup): 5;Tear resistance:
4;Puncture resistance: 3;Cut resistance (TDM): D

Limited Flame Spread: 4;Contact heat: 3;Convective heat: 4;Radiant
heat: 2;Small drops of molten metal: X;Large drops of molten metal:
X;Removal of Gloves: Pass

Heat resistant gloves specially designed for the handling of hot and oily
bearrings

Yes

Yes, max. 248°F
Para-aramid
Nitrile

Cotton
Non-allergenic
Not recommended
Yellow

41-77°F
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Content 1 pair

Logistics

Country of Manufacturing (COM code) 15 - United Kingdom
Product net weight 0.71 b

eClass code 23-05-19-01
UNSPSC code 40101831

Compatible products

Type Designation Description Qty

Recommended product TMBA G11ET Extreme temperature gloves 1
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